
 

 
  
  

 

  

Starvis 4k Day & Night Fixed IR Vandal Resistant Dome IP Camera

 

  

Features

Ultra HD 8M megapixel CMOS image sensor

8MP H.265/HEVC and H.264/AVC high-performance video compression

Simultaneous streaming of H.265 and H.264 encoded streams

Fixed lens with perfect image quality 
3D noise reduction (MCTF) 
2D WDR function 
HDR function up to 140dB

AI supported
Motion / Tamper / Audio / Alarm / Network lost detection / Global Counter / Virtual Input / Metadata 
SMART event

High efficiency IR LED, radiant distance up to 15m

Day & Night (IR cut removable) 
1-way audio supported, plus microphone

Digital I/O : 1 in, 1 out 
3-Axis construction 
ONVIF Profile S , T , G supported
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IP67 rain and dust resistant

Vandal resistant approve IK10

  

Description

  

AI Features (Pre-installed)

Aida-EDGEFENCE
Suitable for outdoor security with virtual fence protection to trigger event, while supporting four
groups of detection areas or detection line that can set the direction. Different trigger event output
can be set for distinct detection area and line with AI recognition function. Moreover, it can filter out
invalid objects and greatly reduce the false alarm rate.

Aida-EDGEDENSITY
To count and manage the number of people and vehicles in an area. The count results are sent to the
back-end host for storage records, the counts can be reset according to predefined setting.
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